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Charging Cable

Specification sheet

图样标记 S A

DC+

DC-

PE

S+

S-

CC1

CC2

A+

A-

Function

（7）

（6）

（5）

（4）

（3）

（2）

（1）

（9）

（8）

（10）

Color

YellowGreen

Red

Black

T1+

0.75 mm2

0.75 mm2

0.75 mm2

0.75 mm2

0.75 mm
2

0.75 mm2

25 mm2

4 mm2

4 mm2

Brown

Blue

wire size color

(4×0.75)(P2)+8×0.75

White9

White10

White11

Clients name：

Clients confirmd：

 5m TPU

DC+

S+
CC2 CC1

S-

DC-

A-
PE

A+

Label

AG-GBDC3-C-P

材料\规格

White

外观\

White

S-

CC1

S+

A-

A+

EL+

EL-

SIGN1

SIGN2

T1+

T1-

屏蔽层

T2+

T2-

PE

DC-

DC+

DC-C-FS Mounting Bracket
No Signal Feedback

Flat Head Countersunk Hex Socket Screw

M6*20

S

R2 R3

1

2

3

4

5

6
7

8

9

10

11
DC +

12

13

T e m p  M o n i t o r

DC - T e m p  M o n i t o r

CAN_H（S+）

CAN_L（S-）

DC Power（DC-）

Charging connection
confirmed

Charging connection 
confirmed（CC2）

LV AUX（A+）

           

（CC1）

LV AUX （A-）

14

15
16

17

Note: R2 equivalent resistance 1000Ω 1W, R3 equivalent resistance 1000Ω 1W.
S-hook interlock switch (normally closed), disconnects before the hook lifts 1.5mm.

DC Power（DC+）

Equipment（PE）

(T1+)

(T1-)

(T2+)

(T2-)

 

E - l o c k  P o w e r

E - l o c k  f e e d b a c k

E - l o c k  f e e d b a c k（SIG N 1 )

（SI G N 2 )

（EL + )

E - l o c k  P o w e r（EL- )

wiring

PT1000

PT1000

SIGN1

EL-

EL+

0.75 mm2

0.75 mm2

0.75 mm2

0.75 mm2

0.75 mm
2

T2+

T2-

T1- （11）

Black
 TPU sheath☆

（12）

（13）

（14）

（15）

（16）

SIGN2 （17）
Shielding Layer（18）

   Note: Mark the polarity on the wire harness end.

  Outer E7508(R e d）

S h i e l d i n g E7508(R e d）

E7508(R e d）

E7508(R e d）

E7508(R e d）

E7508(R e d）

E7508(R e d）

E7508(R e d）

E7508(R e d）

E7508(R e d）

5000±100mm

Orange1

Orange2

Orange3

Orange4

Purple5

Purple6

Purple7

Purple8

Out CoverHeat Shrink Tubing

300±20

125A 1000V DC Terminal block

JG35-8

JG35-8

JG25-8

E7508(R e d

35 mm2

）

35 mm
2

Name：GBT-DC PLUG 

Type：SP-GBT-EV125P

Size：125A 1000V DC

-Rated Current: 125A
-Rated Voltage: 1000VDC
-Insulation Resistance: >500MΩ (DC1000V)
-Contact Resistance: 0.5mΩ Max

-Dielectric Strength: 3500VAC for 1 minute
-Flame Retardant Rating: UL94V-0
-Insertion/Withdrawal Force: F<140N

2×35+1×25+2×4+
Black（TPU) OLR32248-BK

����标准化

Ø2
8.

5±
1

Back ground
Emergency Unlock Hole

125A

 
Emergency
Unlock 

Lever

E4009(R e d）

E4009(R e d）

-Charging plug according to GB/T 20234.3-2015 standard.

0V

Lock+12V
unlock

Mazda Signal (Pulse Type)
Cable Color

Lock
unlock

Electrical Feedback (Actuator Switch)

Rated voltage:12V DC（Pulse Type

No-load current：≤50mA

）

Activation time:≤100ms

      

Maximum current：250mA

Continuous power supply: Maximum 2 seconds, prolonged 
supply not allowed.

S

Motor electronic lock control principle
Purple5

Purple6

Purple7

Purple8

Purple5  Purp le6
0V

+12V

Purple7 Purple8

DNL101A-T250-02

Corresponding resistance value

0℃

100℃

Temp

Temperature control method

Temp. monitoring locationDC-(T2+/T2-)

Temp. monitoring locationDC+(T1+/T1-)

Temperature sensor PT1000
The resistance increases as the 
temperature rises

50℃ 1193.96Ω
1000.00Ω

1385.03Ω

-Charging cable 5000mm2×35+1×25+2×4+(4×0.75)(P2)+8×0.75 Black cable

Motor lock

Micro swi

60

tch

图 号 GBT-EV125P

www.spvol

纸幅 A3 比例

t.com

SPVOLT EV CHARGING CABLE CO.,LTD
                info@spvolt.com

 

-Mechanical Life: 10,000 cycles (no load)

-Protection Rating: IP55 (operating conditions)
-Plastic Parts: Thermoplastic
-Contact Terminals: Copper alloy, silver plated
-Operating Temperature Range: -30°C to +50°C

www.spvolt.com

